Slitting Capabilities

THOMCO

WIDE WEB UNWIND/REWIND SLITTING

* Master Rolls: 62” width

e Minimum Slit width: 17

* Unwind: Max Diameter: 42” (Cores: 3” or 6”)
¢ Unwind: Max Weight - 3,000 lbs.

¢ Rewind Max Diameter: 24” (Cores: 3”)

¢ Cores: Paper or Plastic

* Methods: shear, score, razor

e Slitter is a High Precision Min Gap design
and/or Center Surface design

LATHE SLITTING

* Width: 0.25” to 63
¢ 19.5” max O.D.
* Variety of tapes and materials.

¢ An economical slitting method.

NARROW WEB UNWIND/REWIND SLITTING

* Width: 0.25” to 12”

« Up to 20” max O.D.

* Methods: die, score, razor
e Multi-layer laminating

* Rewinds 17, 3”, 6” cores. Turret rewinder.

SLITTING SOLUTIONS

At Thomco, slitting is one of our core converting processes. We slit
rolls or logs into narrow widths and can rewind into custom lengths.

With three different processes at our facility, Thomco can provide

rolls that are slit to fit your exact requirements.



If it bonds, joins, tapes,
seals, cushions, insulates,

protects or prints,
Thomco s The answer.

ABOUT THOMCO

Thomco helps customers improve their processes and reduce labor
costs. Along with design flexibility, we specialize in unique solutions for
your business that ensure even your toughest requirements are met.

Whether you need labels, proprietary parts, or an industrial bonding
solution, our experienced team of engineers, press operators, customer
service and sales representatives will collaborate with you for sampling,
testing, designing, prototyping, and manufacturing to meet the exact
specifications of your application.
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